579 (DUAL SPEED)

539 (SINGLE SPEED)
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SPECIFICATION
HOISTING LOAD 1 TON
TESTING LOAD 1.25 TON
LIFTING HEIGHT Min. 3 M ~ Max 50 M
S SPEED 7.0 M/MIN
< SINGLE
MOTOR 1.5 Kwx 4P
HOISTING
SPEED | 7.0/3.5 M/MIN
3 DUAL
h MOTOR | 1.5/ 0.75 Kw x 4/8 P
./ 3@, 220~575V, 60Hz
y POWER SUPPLY
\ 19, 110~230V, 60Hz
\
X CONTROLL VOLTAGE 10 —48V, 110V —60Hz
J OPERATING METHOD PUSH BUTTON TYPE
LOAD CHAIN SPEC. @7.1 x 21P x 1 FALL
y A WIDTH OF BEAM 100~150 mm
BUCKET (STANDARD SIZE) r m RADIUS OF BEAM MIN. 1500 mm
/_/ - / RATING 30 MIN.
\
\ - NET WEIGHT APPROX Min.68KG~Max.167KG
BUCKET (MIDDLE SIZE) : \A,[J|4!-I-.I\.
CHAIN 16M~30M
DIMENSIONS
e 2 (LIFT)
pik=1 3M~16M | 16M~30M | 30M~50M
c 620 710 910
NO _ DESCRIPTION _ MAT'L _ SIZE _OJ,«_ REMARKS
v:ﬁ_._a_____._a HOIST GO, ITD. e ey SCO-1000
. _ ZADAI A4TO|AE ELEC. CHAIN HOIST GENERAL ASSEMBLY SIGNED G A 009.06.30




